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4 ENGLISH

SPECIFICATIONS
Model: HP002G

Drilling capacities Masonry 13 mm

Steel 13 mm

Wood Auger bit: 38 mm
Self-feed bit: 38 mm

Hole saw: 51 mm

Fastening capacities Wood screw 10 mm x 90 mm

Machine screw M6

No load speed (RPM) High (2) 0 - 2,200 min-1

Low (1) 0 - 600 min-1

Blows per minute High (2) 0 - 33,000 min-1

Low (1) 0 - 9,000 min-1

Overall length 174 mm

Rated voltage D.C. 36 V - 40 V max

Net weight 2.0 - 2.9 kg

without notice.

-
est combination, according to EPTA-Procedure 01/2014, are shown in the table.

Battery cartridge BL4020* / BL4025* / BL4040* / BL4050F
* : Recommended battery

Charger DC40RA / DC40RB / DC40RC

• Some of the battery cartridges and chargers listed above may not be available depending on your region of residence.

WARNING:  Use of any other battery cartridges 

Intended use
The tool is intended for impact drilling in brick, brickwork 
and masonry. It is also suitable for screw driving and 
drilling without impact in wood, metal, ceramic and 
plastic.

Noise
The typical A-weighted noise level determined accord-
ing to EN62841-2-1:
Sound pressure level (LpA) : 87 dB(A)
Sound power level (LWA) : 98 dB (A)
Uncertainty (K) : 3 dB(A)

NOTE: The declared noise emission value(s) has 
been measured in accordance with a standard test 
method and may be used for comparing one tool with 
another.
NOTE: The declared noise emission value(s) 
may also be used in a preliminary assessment of 
exposure.

WARNING: Wear ear protection.
WARNING: 

-
cially what kind of workpiece is processed.
WARNING: Be sure to identify safety measures 

to protect the operator that are based on an estima-
tion of exposure in the actual conditions of use (tak-

Vibration
The vibration total value (tri-axial vector sum) deter-
mined according to EN62841-2-1:
Work mode: impact drilling into concrete
Vibration emission (ah,ID) : 9.0 m/s2

Uncertainty (K) : 1.5 m/s2

Work mode: drilling into metal
Vibration emission (ah,D) : 2.5 m/s2 or less
Uncertainty (K) : 1.5 m/s2
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SPECIFIKACE
Model: HP002G

Zdivo 13 mm

Ocel 13 mm

Šnekový vrták: 38 mm
Samoposuvný vrták: 38 mm

10 mm × 90 mm

Šroub se zápustnou hlavou M6

Vysoký (2) 0 – 2 200 min-1

0 – 600 min-1

Vysoký (2) 0 – 33 000 min-1

0 – 9 000 min-1

174 mm

36 V – 40 V DC max

2,0 – 2,9 kg

Akumulátor BL4020* / BL4025* / BL4040* / BL4050F

DC40RA / DC40RB / DC40RC

VAROVÁNÍ: -

-

EN62841-2-1:
pA): 87 dB(A)

WA): 98 dB (A)

POZNÁMKA:

sebou.
POZNÁMKA:

-

VAROVÁNÍ: 
VAROVÁNÍ: 

VAROVÁNÍ: -

-

Vibrace

h, ID): 9,0 m/s2

2

h,D): 2,5 m/s2

2
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POZNÁMKA:

mezi sebou.
POZNÁMKA:

VAROVÁNÍ: 

VAROVÁNÍ: -

-

návodu k obsluze.

VÝSTRAHY

VAROVÁNÍ: 
-

-

1. 
sluchu.

2. 

-

3. -
-

4. 
5. 
6. -

7. 

8. 

nevdechovali prach nebo nedocházelo ke kon-

dodavatele materiálu.
9. 

10. -

1. -

2. 

3. 
 Vrtáky se mohou 

TYTO POKYNY USCHOVEJTE.
VAROVÁNÍ: 

-
-

pro akumulátor
1. 

-

2. 
nezasahujte.

3. -

nebo dokonce výbuchu.
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4. 
-

zraku.
5. Akumulátor nezkratujte:

(1) 
materiálem.

(2) 

(3) 

poruchu.
6. -

7. 

8. 

 

9. 
10. 

 

 

 

nemohly pohybovat.
11. 

-

12. -
 Instalace 

únik elektrolytu.
13. 

14. 

-
látory dávejte pozor.

15. 

popáleniny.
16. 

-
toty.

17. 

18. 

TYTO POKYNY USCHOVEJTE.
 

akumulátory Makita.
-

-
nosti akumulátoru
1. 

-

akumulátor.
2. 

3. 

nechejte horký akumulátor zchladnout.
4. 

5. 

POPIS FUNKCÍ
 

zda je vypnuté a je vyjmutý akumulátor.

 

 
 

-

Obr.1:    1. 2.
3. Akumulátor

-

 

 Akumulátor nenasazujte 
 Nelze-li akumulátor zasunout snadno, 
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akumulátoru

Obr.2:    1. Kontrolky 2.

Kontrolky
kapacita

Bliká

100 %

akumulátor.

Došlo prav-

k poruše 
akumulátoru.

POZNÁMKA: Kapacita udávaná indikátorem se 

POZNÁMKA: -

akumulátoru
-

automaticky vypne:

-

vychladnout.

-

 

polohy.

Obr.3:    1.

POZNÁMKA:

Elektrická brzda

-

 
nebo jeho zdroje.

Obr.4:    1.

POZNÁMKA:

POZNÁMKA: -
-

 

 

 

Obr.5:    1.
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 Mohlo by 

Zobrazené 
moment

Vhodný 
provoz

1 Provoz 
s vysokým 

2 Vysoký -

-
-

    1.

 

 “ na 
-

polohy.

• 
• 

• 

-

Obr.7:    1. 2. -
nec 3. 4. Šipka

    1. 2. -
nec 3. Stupnice 4. Šipka

-

na stupnici.

Stupnice 1 2 3 4 5 7 9 10 11 12 13 14 15 17 19 20 21

Šroub se zápustnou 
hlavou

M4 M5 M6

Vrut do 

borovice)

– 3,5 × 22 4,1 × 38 –

lauan)

– 3,5 × 22 4,1 × 38 –

SESTAVENÍ
 -

vypnuté a je vyjmutý akumulátor.

bitu a vrtáku

Obr.9:    1. 2. 3. Povoleno
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Obr.10:    1. 2. 3. Šroub

POZOR: 

Obr.11:    1. 2.
bit

Obr.12:    1. Výstupek 2. Rameno 3.
4.

-

 
 

 

 
-

 

.

-

Obr.13

POZNÁMKA: -

obrobku.

 

-

-

-

Obr.14:    1.

-
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-

 
 

 -

 

 

 

vyjmut akumulátor.

POZOR: 

prasklin.

-

VOLITELNÉ 

 
-

• Vrtáky

• Vrták s hrotem z karbidu wolframu

POZNÁMKA:

lišit.



WARTUNG
VORSICHT: 

-

ANMERKUNG: Verwenden Sie auf keinen Fall 

Um die SICHERHEIT und ZUVERLÄSSIGKEIT dieses 

andere Wartungs- oder Einstellarbeiten nur von Makita-

SONDERZUBEHÖR
VORSICHT: 

empfohlen. Die Verwendung anderer Zubehörteile 
oder Vorrichtungen kann eine Verletzungsgefahr 
darstellen. Verwenden Sie Zubehörteile oder 

Zubehörteile benötigen, wenden Sie sich bitte an Ihre 
Makita-Kundendienststelle.

• Bohrereinsatz mit Hartmetallschneide
• Ausblaspipette
• Schraubendreher-Einsatzhalter

HINWEIS: Manche Teile in der Liste können als 
Standardzubehör im Werkzeugsatz enthalten sein. 
Sie können von Land zu Land unterschiedlich sein.

www.makita.com

Makita Europe N.V.

Makita Corporation 3-11-8, Sumiyoshi-cho,
Anjo, Aichi 446-8502 Japan

Jan-Baptist Vinkstraat 2, 
3070 Kortenberg, Belgium

885843A972
EN, PL, HU, SK, 
CS, UK, RO, DE
20200912
 


